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SAFETY DATA SHEET 
1. PRODUCT AND COMPANY IDENTIFICATION 

Product Name: Alloy E7018 
Product Size: 3/32 in. 

Other means of identification 

SDS number: 200000004026 

Recommended use and restriction on use 

Recommended use: SMAW (Shielded Metal Arc Welding) 
Restrictions on use: Not known. Read this SDS before using this product. 

Manufacturer/Importer/Supplier/Distributor Information 

Manufacturer/Supplier: 
The Harris Products Group 
4501 Quality Place 
Mason, OH 45040-1971 USA 
Phone: +1 (513) 754-2000 

Safety Data Sheet Questions: SDS@lincolnelectric.com 

Arc Welding Safety Information: www.lincolnelectric.com/safety 

24-Hour Emergency Response Telephone Numbers: 
Area Telephone 
USA/Canada/Mexico +1 (888) 609-1762 
Americas/Europe +1 (216) 383-8962 
Asia Pacific +1 (216) 383-8966 
Middle East/Africa +1 (216) 383-8969 

3E Company Access Code: 333988 

2. HAZARDS IDENTIFICATION 

Classified according to the criteria of the Globally Harmonized System of Classification and Labeling of Chemicals 
(GHS), OSHA Hazard Communication Standard (29 CFR 1910.1200) and the Canadian Controlled Products 
Regulations. 

Hazard Classification Not classified as hazardous according to applicable GHS hazard 
classification criteria. 

Label Elements 

Hazard Symbol: No symbol 

Signal Word: No signal word. 

Hazard Statement Not applicable 

Precautionary Not applicable 
Statement 
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Other hazards which do not 
result in GHS classification: 

Substance(s) formed under the 
conditions of use: 

Electrical Shock can kill. If welding must be performed in damp locations or 
with wet clothing, on metal structures or when in cramped positions such as 
sitting, kneeling or lying, or if there is a high risk of unavoidable or 
accidental contact with work piece, use the following equipment: 
Semiautomatic DC Welder, DC Manual (Stick) Welder, or AC Welder with 
Reduced Voltage Control. 

Arc rays can injure eyes and burn skin. Welding arc and sparks can ignite 
combustibles and flammable materials. Overexposure to welding fumes 
and gases can be hazardous. Read and understand the manufacturer's 
instructions, Safety Data Sheets and the precautionary labels before using 
this product. Refer to Section 8. 

The welding fume produced from this welding electrode may contain the 
following constituent(s) and/or their complex metallic oxides as well as solid 
particles or other constituents from the consumables, base metal, or base 
metal coating not listed below: 

Chemical Identity CAS-No. 

Carbon dioxide 124-38-9 
Carbon monoxide 630-08-0 
Nitrogen dioxide 10102-44-0 
Ozone 10028-15-6 
Manganese 7439-96-5 

3. COMPOSITION I INFORMATION ON INGREDIENTS 

Re portable Hazardous Ingredients 

Chemical Identity CAS number Content in percent (%)* 

Iron 7439-89-6 60 - 100% 
Titanium dioxide 13463-67-7 10-30% 
Limestone 1317-65-3 5-10% 
Potassium silicate 1312-76-1 1 - 5% 
Manganese 7439-96-5 1 - 5% 
Feldspar 68476-25-5 1 - 5% 
Aluminum oxide 1344-28-1 1 - 5% 
Fluorides (as F) 16984-48-8 0.5-1.5% 
Potassium oxide 12136-45-7 0.5-1.5% 
Silicon 7440-21-3 0.5-1.5% 
Sodium silicate 1344-09-8 0.5-1.5% 
Carboxymethyl cellulose, sodium salt 9004-32-4 0.5-1.5% 
Titanium 7440-32-6 0.1 - 1% 
Quartz 14808-60-7 0.1 - 1% 
Iron oxide 1309-37-1 0.1 - 1% 

* All concentrations are percent by weight unless ingredient is a gas. Gas concentrations are in percent by volume. 

Composition Comments: The term "Hazardous Ingredients" should be interpreted as a term defined 
in Hazard Communication standards and does not necessarily imply the 
existence of a welding hazard. The product may contain additional non-
hazardous ingredients or may form additional compounds under the 
condition of use. Refer to Sections 2 and 8 for more information. 

4. FIRST AID MEASURES 
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Ingestion: 

Inhalation: 

Skin Contact: 

Eye contact: 

Unlikely due to form of product, except for granular materials. Avoid hand, 
clothing, food, and drink contact with metal fume or powder which can 
cause ingestion of particulate during hand to mouth activities such as 
drinking, eating, smoking, etc. If ingested, do not induce vomiting. Contact 
a poison control center. Unless the poison control center advises 
otherwise, wash out mouth thoroughly with water. If symptoms develop, 
seek medical attention at once. 

Move to fresh air if breathing is difficult. If breathing has stopped, perform 
artificial respiration and obtain medical assistance at once. 

Remove contaminated clothing and wash the skin thoroughly with soap and 
water. For reddened or blistered skin, or thermal burns, obtain medical 
assistance at once. 

Dust or fume from this product should be flushed from the eyes with 
copious amounts of clean, tepid water until transported to an emergency 
medical facility. Do not allow victim to rub or keep eyes tightly closed. 
Obtain medical assistance at once. 

Arc rays can injure eyes. If exposed to arc rays, move victim to dark room, 
remove contact lenses as necessary for treatment, cover eyes with a 
padded dressing and rest. Obtain medical assistance if symptoms persist. 

Most important symptoms/effects, acute and delayed 

Symptoms: 

Hazards: 

Short-term (acute) overexposure to welding fumes may result in discomfort 
such as metal fume fever, dizziness, nausea, or dryness or irritation of 
nose, throat, or eyes. May aggravate pre-existing respiratory problems 
(e.g. asthma, emphysema). 

Long-term (chronic) overexposure to welding fumes can lead to siderosis 
(iron deposits in lung), central nervous system effects, bronchitis and other 
pulmonary effects. Refer to Section 11 for more information. 

Welding hazards are complex and may include physical and health hazards 
such as but not limited to electric shock, physical strains, radiation burns 
(eye flash), thermal burns due to hot metal or spatter and potential health 
effects of overexposure to welding fume or dust. Refer to Section 11 for 
more information. 

Indication of immediate medical attention and special treatment needed 

Treatment: Treat symptomatically. 

5. FIRE-FIGHTING MEASURES 

General Fire Hazards: As shipped, this product is nonflammable. However, welding arc and 
sparks can ignite combustibles and flammable products. Read and 
understand American National Standard Z49.1, "Safety In Welding, Cutting 
and Allied Processes" and National Fire Protection Association NFPA 51B, 
"Standard for Fire Prevention During Welding, Cutting and Other Hot Work" 
before using this product. 

Suitable (and unsuitable) extinguishing media 
Suitable extinguishing As shipped, the product will not burn. In case of fire in the surroundings: 
media: use appropriate extinguishing agent. 
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Unsuitable extinguishing 
media: 

None known. 

Specific hazards arising from 
the chemical: 

Welding arc and sparks can ignite combustibles and flammable products. 

Special protective equipment and precautions for firefighters 
Special fire fighting Use standard firefighting procedures and consider the hazards of other 
procedures: involved materials. 

Special protective equipment Selection of respiratory protection for fire fighting: follow the general fire 
for fire-fighters: precautions indicated in the workplace. Self-contained breathing apparatus 

and full protective clothing must be worn in case of fire. 

6. ACCIDENTAL RELEASE MEASURES 

Personal precautions, 
protective equipment and 
emergency procedures 

Methods and material for 
containment and cleaning up 

Environmental Precautions: 

[7. HANDLING AND STORAGE 

If airborne dust and/or fume is present, use adequate engineering controls 
and, if needed, personal protection to prevent overexposure. Refer to 
recommendations in Section 8. 

Clean up spills immediately, observing precautions in the personal 
protective equipment in Section 8. Avoid generating dust. Prevent product 
from entering any drains, sewers or water sources. Refer to Section 13 for 
proper disposal. 

Avoid release to the environment. Prevent further leakage or spillage if safe 
to do so. 

Precautions for safe handling: 

Conditions for safe storage, 
including any incompatibilities: 

Keep formation of airborne dusts to a minimum. Provide appropriate 
exhaust ventilation at places where dust is formed. 

Read and understand the manufacturer's instruction and the precautionary 
label on the product. Refer to Lincoln Safety Publications at 
www.lincolnelectric.com/safety. See American National Standard Z49.1, 
"Safety In Welding, Cutting and Allied Processes" published by the 
American Welding Society, http://pubs.aws.org and OSHA Publication 2206 
(29CFR1910), U.S. Government Printing Office, www.gpo.gov. 

Store in closed original container in a dry place. Store away from 
incompatible materials. Store in accordance with local/regional/national 
regulations. 
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